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The Air Force operates an extensive range of 

technologies which have vastly different power 

requirements. These technologies range from small 

portable electronic devices and unmanned aerial 

vehicles to military shelters and satellites. The 

diversity of technologies has created a need for varied 

forms of power generation and the ability to store 

power. The primary limitations of current power 

systems are their size and mass to power ratio, and 

the overall cost associated with integrating these 

systems into various technology platforms. This has 

led to an increased interest in the development of the 

materials and processing capabilities necessary to 

enable high-performance, next-generation power 

systems that are lightweight, fleXible, and low-cost. 

Specific approaches being pursued center on creating 

the ability to create low-cost, lightweight and 

potentially flexible power generation and energy 

storage systems. In order to enable these 

applications, a variety of components will be required 

--and-this-task pecifically- -focuses on-addressing he 

materials issues faced by fuel cell membrane materials 

and thin film batteries, as detailed in this report. 

Applications of these technologies will include power 

generation and storage for unmanned aerial vehicles, 

next generation satellites, high altitude airships, a 

reduction in logistical burdens for airbase 

deployment, and a portable and renewable source of 

power for in theatre special operations personnel. 

:~~ N~os.troct~reJ 'a~tledes.• " _ _ .J .:.... _ • _ • _ • _ _ _~ 

2.1 Background and Objectives 

Batteries are one of the most heavily utilized portable 

energy sources used in the Air Force today, from 

warfighters' electronic equipment to orbiting 

satellites. Limitations to current battery systems are 

primarily related to their size and mass to power 

ratio have increased interest in the development of 

the materials and processing capabilities necessary to 

enable high-performance, next-generation battery 

systems that can deliver the required power while 

being lightweight, flexible, and low-cost. New battery 

technologies must employ innovative electrode 

materials able to increase storage capacity and allow 

for higher rate capabilities, while maintaining high 

cyclability. Nanostructured electrode materials offer a 

solution to this problem because of their greatly 

increased surface area compared to conventional flat 

plate electrodes. The increased surface area allows 

for two fundamental improvements: I) higher lithium 

uptake leading to increased storage capacity and 2) 

increased rate capability allowed through much faster 

interfacial kinetics. I This research focuses on 

understanding the -relationship between 

electrochemical behavior and nanoscale 

morphological control of lithium-ion battery 

electrode materials, specifically looking at carbon

based electrode materials. In addition to the many 

available carbon morphologies they possess several 

other advantages, such as good electrical conductivity, 

lightweight, and dimensional and mechanical stability 

during lithium insertion and de-insertion, making 

-tnem rac-tic-al--- intereala-tion -·~Iectrode materials. 

Figure I shows the capacity of various types of 

carbon battery electrodes. Region I includes 

graphiuable carbons, which despite their lower 

capacities have the best cyclability, as opposed to the 

hard and soft carbons of region 2 and 3, which have 

high initial capacities but very poor cyclability due to 

their structural properties. Region 4 includes various 

types of carbon nanotubes (CNTs) and carbon 

nanofibers (CNFs). These morphologies of carbon 

can exhibit very high capaCities and great cyclability, 

I Sadoway, D.R.; Mayes, A.M. MRS Bulletin 2002, 
590. 
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however, research is needed to better understand 

these materials from a battery electrode perspective. 

- - - - Somo hard carbons 
-- Most soft carbons 
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Figure I - Capacity as a function of heat 

treatment temperature for various types of 

carbon [modified from 8b]. Region I includes 

graphitzable carbons, while regions 2 and 3 
include hard and soft carbons. Various CNTs and 

CNFs are included in Region 4. 

2.2 Research Results 

For the reasons we discussed regarding the 

importance of nanoscale morphological control over 

electrode materials we have focused on electrodes 

with two different morphologies. The first types of 

electrode are vertically aligned multi-walled carbon 

nanotubes (VAMWNTs) which are supported at their 

base by a metal film. The alignment of multi-walled 

carbon nanotubes (MWNTs) in the direction of 

current flow in a battery cell significantly increases 

the accessibility of lithium-ions to the interstitial 

spaces and internal tube structure of the MWNTs. 

Consequently, the specific capacity, reversibility, and 

cyclability' of a battery cell can be significantly 

improved. Initially, the VAMWNTs were supported 

by a gold film (VAMWNT-Au); however, X-ray 

diffraction data indicated that lithium-ions were 

participating in an electrochemical alloying/de-alloying 

reaction with the gold, as well as, lithium-ion 

insertion into the VAMWNTs confirmed by Raman 

spectral data. In order to isolate the electrochemical 

behavior of the VAMWNTs with lithium, a non

lithium alloying metal, nickel, was utilized as the 

support film at the base of the VAMWNTs 

(VAMWNT-Ni). Non-aligned multi-walled carbon 

nanotubes (MWNTs) and single-walled carbon 

nanotubes (SWNTs) comprised the second type of 

electrode materials, which were not aligned in the 

direction of current flow. 

Various characterization methods were used to 

analyze electrochemical behavior (specific capaCity, 

rate capability, and cyclability) and morphology of 

these electrodes in order to relate how they 

structurally change during electrochemical processes. 

Electrochemical characterization was carried out at 

room temperature in an argon filled glove box (H20 

and O2 limit < I ppm) with a two-electrode cell. 

Lithium metal foil (Aldrich) was used as the counter 

electrode. The electrodes were separated by a 

Celgard® 2400 battery membrane soaked in a liquid 

electrolyte solution, consisting of 1.0 M lithium 

tetrafluoroborate (LiBF4) in ethylene carbonate 

(EC)/diethyl carbonate (DEC) (I: I v/v ratio) (Aldrich) 

solution. The electrochemical measurements were 

performed galvanostatically with voltage limits of 0.02 

outlet t 

\ 
lCetone 

bubblers 

--
A" 

Figure 2 - Equipment set-up for the pyrolysis of 

iron phthalocyanine. 

and 3.6 V vs. Li/Lt at various specific currents. 

Morphology of the electrodes was evaluated using a 

FEI Quanta scanning electron microscope (SEM) with 

energy dispersive X-ray spectroscopy (EDS) 

capabilities. Additionally, X-ray diffraction XRD 

patterns were recorded using a Bruker AXS D8 

_,?_i~~~~::. _~~~~_t:_~m::~:_.~~ _.t:~.~~,::i_s~!?_~ ..~.~~~..~~~ 
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Raman spectroscopy was done on a Renishaw pic 

inVia Raman microscope. 

Figure 3 - SEM images of an a) free standing 

VAMWNTs (scale bar = 5 11m) and b) (scale bar 

= 10 11m) and c) VAMWNTs on a gold substrate 

(scale bar = 211m). 

The VAMWNTs were synthesized via the pyrolysis of 

iron(lI) phthalocyanine (FePc) under Ar(g/H2(g) at 800

I 100° C on a quartz substrate according to published 

procedures using the set-up shown in Figure 2.2 The 

FePc was introduced into the reaction chamber in the 

vapor phase where, upon thermal treatment the 

VAMWNTs grew from a quartz substrate. A 1-3 urn 

thick gold or nickel film was then sputtered onto the 

top surface of the VAMWNTs, which was then 

treated with a hydrofluoric acid solution in order to 

remove the quartz substrate. Figure 3 shows scanning 

electron micrographs of an 10.0±0.3 !!m tall 

VAMWNT mat with an average diameter of -75 nm 

film post-synthesis (Figure 3a) and after transfer to a 

I.O±O.I 11m gold film (Figures 3b and c). The bunching 

of the VAMWNTs, evident in Figures 3b and c, 

results from capillary forces during the hydrofluoric 

2 a) S. Huang, L. Dai, A. W. H. Mau, 1. Mater. Chern. 
1999,9,1221.; b) S. Haung, L. Dai,1. Phys. Chern. B 
1999,103,4223.; c) Y. Yang, S. Haung, H. He, A. W. 

.~. f'15l.~,.~·.Q~\,.L1:,!:Soq.}~~9_,.1f/,_108~L .... __ . 

etching step in the transfer of the VAMWNT film 

from quartz to gold substrate. 

2.2.1.	 VAMWNT-Au electrodes 

The voltage profile characteristics of the VAMWNT

Au electrodes are shown in Figure 4. The voltage of 

the first discharge half-cycle initially declined over 140 

mAh/g with two minor declining voltage plateaus, 

1.32 and 0.78 V. This is component X of the 

irreversible specific capacity (Qrr) and accounted for 

-12 % of the total first half-cycle specific capacity. It is 

4.0 

3.5 

3.0 

~ 2.5 
~ 
~ ~ 20 

2
"0 1.5 
> 

1.0 

0.5 \ 

, 

°rev 

Q 
irr 

y 

iL 
, 

0.0 
o	 200 400 600 800 1000 1200 

Specific Capacity (mAhg·1
) 

Figure 4 - The first and second discharge cycles 

ofVAMWNT-Au (50 mNg or 0.1 mNcm\ 

indicative of the irreversible process of solid 

electrolyte interphase (SEI) layer formation, which 

consists of insoluble and partially insoluble reduction 

preducts of the electrolytes, DEC, EC and LiBF4, that 

form at the surface of the electrodes upon contact 

with the electrode under load.3 Following the first 

discharge-charge cycle these voltage plateaus are not 

present indicating that the formation of the SEI layer 

is complete. The second component of Q;rr' Y, had a 

3 a) P. B. Balbuena, Y. Wang, eds., Lithium-Ion 
Batteries: Solid-Electrolyte Interphase. Imperial 
College Press: London, 2004.; b) D. Aurbach, Y. Ein
Eli, 1. Eleclrochern. Soc. 1995, 142, 1746.; c) A. Naji, 
1. Ghanbaja, B. Humbert, P. Willmann, D. Billaud, 1. 

l:'g.lY~rS0I.f.,:q~~.1?~6! ~3L3.L .. __. _ . 
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specific capacity of 344 mAh/g (-29 % of total first 

half-cycle specific capacity) and a relatively constant 

voltage of 0.26 V. Despite being the first of four 

voltage plateaus associated with the AuLi reversible 

alloying process into VAMWNT-Au4
, this portion of 

Qirr is mostly likely due to incomplete removal of 

lithium from AuLi alloy. A reversible specific capacity 

(QreJ of 625 mAh/g for the VAMWNT-Au electrodes 

was obtained with four distinct voltage plateaus (A-D) 

0.4 

0.1 

a.a +-...-.............--r---........,r--r--T"""..,....-.......-/
 
a 2]a 4UU IlK &II 1aaa 1_ 

"'11:1111: c..tty [JftAtll1II 

1.5xl0·
 

1.0xl0·
 D Charge 

s-	 B A
Ol 5.0xl0':c 
<I: I~ C JLK

1 
.§. 0.0 

\>
't:l ~
 o -5.0xl0' C't:l 

~ 
A Discharge-1.0xl0· D 

-1.5xl0· 
0.0	 0.1 0.2 0.3 0.4 0.5 

Vortage (V) 

Figure 5 - a) Enlarged spectrum ofVAMWNT-Au 

voltage plateaus and b) differential capacity as a 

function of voltage for the first discharge and 

charge half-cycles of VAMWNT-Au. 

4 G. Taillades, N. Benjelloum, J. SalTadin, M. Ribes, 
S()ltc!.$!a!e .zl?!J!q:s.~9~~~ /.~~~! :5:~~ F?~ __ 

associated with various coexisting phases of AuLi 

alloy. 

A zoomed view of the voltage plateaus and the 

differential capacity plot of Figure 5 more closely 

show the electrochemical processes which are 

occurring. The plateaus and peaks in Figures Sa and 

5b, respectively, represent various coexisting phases, 

of AuLi alloy[4]. During the discharge half-cycle 

(negative dQ/dV) two major peaks and two minor 

peaks were observed, which correspond to the two 

long and two short plateaus in Figure Sa. The two 

major peaks occurred at 0.26 (A) and 0.1 I V (D), 

where as the minor peaks occurred at 0.21 (B) and 

0.19 (C). Similarly, the charge half-cycle (positive 

dQ/dV) showed two major peaks and two minor 

peaks at 0.40 (A) and 0.16 V (D) and at 0.34 (B) and 

0.24 (C), respectively. 

Ex situ electrochemical cycling/X-ray diffraction 

experiments were utilized to monitor changes in the 

VAMWNT-Au structure at various points during the 

electrochemical alloying and de-alloying process. The 

gold and AuLi X-ray scattering peaks identified in 

Figure 6 are similar to those seen in literature for the 

AuLi alloying/de-alloying process [4]. In the pristine 

sample the VAMWNT 002 spacing is present at 28 = 
26.24° (3.38 A), as well as, the Au III and 220 

spacing at 28 = 38.50° and 44.64°, respectively. The 

0.26 V XRD spectra shows a decrease in the Au I I I 

and 220 spacing peaks and an appearance of peaks 

associate with AuLi alloy at 28 =31.92° and as right 

shoulders to the Au I I I and 220 spacing peaks. The 

VAMWNT 002 spacing peak at this voltage was 

obscured by peaks (28 = 26.99° and 27.63°) most 

likely associated with AuLi alloy structure not yet 

determined. Spectra taken at the 0.1 I V plateau show 

the disappearance of the Au I I I and 220 and an 

increase in intensity of the peaks associate with AuLi 

alloy. In addition, new peaks appeared at 28 =23.81°, 

24.19°, 24.61°, 32.16°, and 32.54°. Complete cell. 

discharge occurred at 0.02 V and the spectra showed 

minor changes in the AuLi peaks above a 28 of 38°, 
while there was an increase in intensity of the 28 = 

.. __ _. __ .__ .. _ __ .. __ __ __ . ._ 
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Figure 6 - Ex situ EC/XRD ofVAMWNT-Au. 

23.81 0 and 24.19 0 peaks and a decrease in the 28 = 
24.61 0 peak. Furthermore, the peak at 31.940 

disappeared and the peak at 32.16° reduced in 

intensity. Finally, a spectrum was taken after a 

complete discharge and charge of the cell (3.6 V). 

Here, the AuLi peaks at 28 = 23.81°, 24.19°, 24.61 0, 

32.160, and 32.54° completely disappeared leaving 

only the peak at 31.92", which was similar to the 

spectra taken at 0.26 V. Other peaks were present in 

each of the X-ray diffraction spectra and still need to 

be identified. It is clear that the XRD data supports 

the alloying of gold and lithium, however, data to 

support lithium-ion insertion into the VAMWNTs 

was inconclusive. 

Raman spectroscopy data of VAMWNT-Au 

discharged to different voltages is shown in Table I 
and Figure 7. These results indicated that despite the 

dominance of the Au-Li alloying process in the 

voltage profile of VAMWNT-Au. lithium-ion insertion 

into the MWNTs was occurring. Precycled 

Page 6 

Table L Ex silll Raman spectroscopy data of precycled and cycled VAMWNT-Au, 
VAMWN1-AAJ sample Peak area G Peak (em") 0 Poak (em") 

raUo (GiGlO) 
Cenlc, Width Cenler Width 

Plecycled (no ll·lons) 0.62 1564 45 1354 59 

ParUa\ discharge (0.11 V) 0.43 1588 60 1338 90 

Full dIscharge (0.02 V) 0.34 1589 62 1323 119 

4,0 1 ---;:::=:=;=::::::=:::;:;:::=:::;:::=:;/ 
3,5 

3,0 

2: 2,5 

~ 20 

~ 
~ 1,5 

1,0 
1000 1200 1400 1600 

0,1' V 

Precycled

1800 2DCO 

Wavenumbers (em") 0,5 

0,0 L::::==:::::::::::::;:::=::;=~"~=:;:::::::;:::~d!l' 
o 100 200 300 400 500 600 

Specific Capacity (mAhg") 

Figure 7 - Ex situ Raman spectra of cycled 

VAMWNT-Au electrodes. 

VAMWNT-Au (no lithium-ions) had prominent 

features at 1354 em-I, indicative of the disorder (D) 

peak usually assigned to the K-point phonons of A ig 

symmetry typical in polycrystalline graphite and at 

1584 em-I (G peak). which is common in single 

graphite crystals and is attributed to the zone 

centered phonons of E2/ symmetry. The normalized 

peak area ratio (AG/AG+AD) for this sample was 0.62. 

The two other samples were discharged to 0.1 I V 

and 0.02 V. These samples showed a decrease in the 

normalized peak area ratio indicating an increase in 

disorder in the MWNT structure as lithium-ion 

insertion occurred. In addition, a shift in the G to 

higher wavenumbers and a broadening of the peak 

occurred, both of which are known graphite 

behaviors.s 

5 a) J. Panitz, F, loho, P. Novak, Applied Spectroscopy 
1999,53,1188,; b) Q, Shi, K. Dokko, D, Scherson, 1. 
Phys, Chern, B 2004,108,4789,; c) T. lnaba, H. 

_X5~~~i~~! 7:: .9g~~!,I Pe.q{~qqhe.'!I.'. !i9.C". ~ ~~,_ L~9: ... 
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Figure 8 - Capacity as a function of discharge 

current for VAMWNT-Au electrodes. 

Various discharge currents were utilized in order to 

investigate the rate capability of the VAMWNT-Au. 

Figure 8 shows the capacity as a function of discharge 

current. The decline in Qrey as the discharge specific 

current increased was expected due to larger 

amounts of stress put on the battery cell at high 

specific currents and the reduced electrochemical 

recoverability resultant from rapid discharge rates.6 

At relatively low discharge specific currents, 50 mA/g 

(C/12) and 100 mA/g (C/6), QreYs of 625 and 589 

mAh/g, respectively, were obtained. The QreYs at 

intermediate discharge specific currents decreased to 

371 mAh/g at 400 mA/g (I C) and 219 mAh/g at 800 

mA/g (4C). A severe decrease in Qrey was evident at 

very high discharge specifrc currents, 2000 mA/g 

(90C) and 4000 mA/g (I SOC), yielding Qrevs of 25 and 

24 mAh/g, respectively. Coulombic efficiencies of 97.6 

% or greater were obtained and after experiencing 

high discharge currents the VAMWNT-Au had nearly 

full capacity retention (98 %) when the discharge 

specific current was decreased to lower values. 

Furthermore, the majority of discharge specific 

currents utilized in other studies are typically 100 

mA/g or lower, indicating that VAMWNT-Au have 

6 Linden, D.; Reddy, T.B., Handbook of Batteries, 3rd 

l':~~ .l'yJ~q~~y::Ij)l!.C;:s>:!I!1c.: N:~'::V Xs>.r~,.?~Q?~ __ 

very good rate capability, especially at low and 

intermediate specific currents.7 

2.2.2. VAMWNT-Ni electrodes 

A very different voltage profile (Figure 9) for the 

VAMWNT-Ni electrodes was evident due to only the 

CNTs participation in the electrochemical reaction 

with lithium as the nickel does not alloy with lithium 

as gold does. During the first discharge half-cycle two 

declining voltage plateaus were observed at 1.41 V 

and 0.77 V which accounted for a Qirr of 938 mAh/g 

4.0 .,.--~-.---~----,----,~~-~---.----,---, 

3.5 Im/c -2D I 
3.0 

~25 
°irr 

~ 20 1+-------+i 

~ 1.5 
o 
> 1.0 

0.5 

0.0 -1-~---.~_.__L,........:::;:::::::::;~:;:=ol.---1
 
o 400 800 1200 1600 2000 

Specific Capacity (mAh/g) 

Figure 9 - Voltage profile for the first and second 

discharge cycle ofVAMWNT-Ni (220 mA/g). 

and can be attributed entirely to the formation of the 

SEI layer. Furthermore, the Q irr is -52 % of the first 

discharge half-cycle specific capacity, which is fairly 

high due to the increased surface area of the 

VAMWNTs. Figure 9 also shows an initial Qrey of 843 

mAh/g which then stabilized at approximately 650 

7 a) G. Maurin, Ch. Bousquet, F. Henn, P. Bernier, R. 
A1mairac, B. Simon, Chern. Phys. Lett. 1999,312,14.; 
b) G. Wu, C. Wang, X. Zhang, H. Yang, Z. Qi, P. He, 
W. Li, 1999, 146, 1696.; c) X. Wang, J. Wang, H. 
Chang, Y. Zhang, Adv. Funct. Mater. 2007, 17,3613.; 
d) S. Yang., 1. Huo, H. Song, X. Chen., Electrochim. 
Acta 2008,53,2238.; e) Z. Yang, Y. Feng, Z. Li, S. 
Sang, Y. Zhou, L. Zeng, 2005, 580, 340.; f) G. Wang, 
J. Ahn, 1. Yao, M. Lindsey, H. Liu, S. Dou, 1. Power 

_.S.c!I!!ce.s. ~99.~,_ !!.~~.1 .~. . _ _ 
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mAh/g by the fifth discharge/charge cycle as seen in 

Figure 10. Several mechanisms have been suggested 

to explain the significant increase in Qrev in various 

types of carbons, including MWNTs, compared to the 

maximum theoretical Q ..ev for graphite (372 mAh/g). 

They include lithium-ion surface adsorption and 

interactions with hydrogen-containing carbon sites.s 
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A major peak was present during the discharge half

cycle at 0.21 V. This is similar to the 0.21 V plateau 

1 
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Figu re 10 - Specific capacity as a function of cycle 

for VAMWNT-Ni (220 mA/g). 

The voltage plateaus associated with the VAMWNT

Ni reversible electrochemical processes are more 

easily recognized in Figure II, which shows the 

differential capacity as a function of voltage for the 

second and thirtieth discharge-charge cycles. During 

the discharge half-cycle (negative dQ/dV) two minor 

voltage peaks occurred at 0.96 V and 1.61 V, which 

also occurred during the charge half-cycle (positive 

dQ/dV) at 1.35 V and 2.32 V. The higher voltage 

peaks do not appear to be associated with SEI 

formation, an irreversible process, because they are 

present during the charge process. Additionally, there 

is very little change in these voltages from the second 

8 a) 1.R. Dahn, T. Zheng,Y. Liu, 1.S. Xue, Science 
1995,270,590. b) P. Papanek, M. Radosavljevic, 1.E. 
Fischer. c) 1. Eom, H. Kwon, J. Liu, O. Zhou, Carbon 
2004,42,2589.; d) B. Gao, A. Kleinhammes, X. 
Tang, C. Bower, L. Fleming, Y. Wu, O. Zhou, Chern. 
Phys. Lett 1999, 307,153. e) Z. Yang, H. Wu, Mater. 

~~~~._!:~'y~;_~q~)_,. Z{,_?·. __.__ _ 
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to the thirtieth discharge-charge cycle indicating a 

stable and reversible electrochemical process. The 

exact reversible electrochemical process occurring at 

voltages> 0.90 V is not yet known, but may result 

from the internal CNT surface adsorption or external 

CNT surface adsorption, as well as, other 

mechanisms not known at this time. 

_2"' cycle 
-3000 

"'C 
30~cycle 

0.0	 0.5 1.0 1.5 2.0 2.5 3.0 

Voltage (V) 

Figure I I - Differential capacity plot of the 2nd 

and 30th discharge/charge cycle of VAMWNT-Ni. 

seen in the discharge of graphite which corresponds 

to the transition from a dilute stage I phase to a 

stage 4 phase of lithium-intercalated graphite.9 This 

two-phase transition may be occurring in the 

graphite-like MWNT; however, further evidence is 

needed to support this claim. Following the 0.21 V 

peak there is a gradual decline to the lower cutoff 

voltage indicating that three or more phases of 

lithium-MWNT are being present during this segment 

of the discharge half-cycle. Although the 0.21 V peak 

is present during the discharge half-cycle it is not 

present during the charge half-cycle. This implies that 

the lithium de-insertion and insertion mechanism 

9 a) S. Flandrois, B. Simon, Carbon 1999, 37,165. b) 
W. van Schalkwijk, B. Scrosati, eds., Advances in 
Lithium-Ion Batteries. Kluwer Academic/Plenum 
l!1~~?~.e.~s.:.~~~X?~~'.?QQ?; . __ ._ _ 
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differ. Lithium de-insertion may occur in a manner 

where there are multiple compositions of lithium

MWNT present, as opposed to what is occurring 

during lithium insertion where a "staged" transition is 

observed [7]. 

20 22 24 26 28 30 32 34 36 38 40 42 44 46 48 50 

2 Theta (degrees) 

Figure 12· Ex situ EC/XRD data for a pristine and 

cycled VAMWNT-Ni electrode. 

In order to better understand the exact 

electrochemical processes occurring with the 

VAMWNTs, ex situ X-ray diffraction experiments 

were conducted (EC/XRD) after the VAMWNT-Ni 

electrode had been cycled to a specific voltage. Figure 

12 shows that once the VAMWNT-Ni electrode has 

gone through one complete discharge/charge cycle a 

new peak at 28 = 38.9 0 appears, which correlates to 

a d-spacing of 2.32 A. Additionally, the CNT 002 peak 

is also present at 28 = 26.4 0 (3.38 A) in both the 

pristine and cycled VAMWNT-Ni electrodes. Further 

ex situ EC/XRD are needed to complete this analysis. 

Scanning electron microscopy and energy dispersive 

spectroscopy (SEM and EDS) was also taken of a 

cycled and pristine VAMWNT-Ni electrode. Images 

(a) and (b) in Figure 13 show a pristine VAMWNT-Ni 

electrode in which the CNTs are 8.6±0.3 IJm in 

length and the Ni-support layer is 3.S±0.3 IJm. Image 

(c) shows a cycled VAMWNT-Ni electrode which has 

particles of various sizes attached to the exposed end 

and sides of the CNTs. EDS analysis of these samples 

Figure 13 - SEM images of a) pristine VAMWNT

Ni (scale bar = 30 IJm), b) side view of pristine 

VAMWNT-Ni (scale bar = S IJm), and c) side 

view of cycled VAMWNT-Ni (scale bar =10 

IJ m). 

(Figure 14) show that the pristine sample (a) is 

composed of carbon with trace oxygen, while the 

cycled sample (b) contains carbon, oxygen, and 

fluorine in high quantities. The increased 

concentrations of oxygen and fluorine in the cycled 

sample are evidence of the SEI layer, which is 

composed of mainly of alkylcarbonates as result of 

electrolytic degradation of DEC, EC, and LiBF4• 

To advance our capability of acquiring structural 

information during the electrochemical processes 

occurring in the cycling of VAMWNTs, an in situ 

EC/XRD test fixture was fabricated. This test fixture 

allows for real-time structural data to be obtained 

while conducting electrochemical cycling 

e~periments. Initial in situ experiments are currently 

being performed and indicated the presence of 

reversible structural changes as the VAMWNT

Ni/lithium metal cell is cycled. However, more 

experiments are needed to validate the initial results. 

In addition to in situ electrochemical/X-ray diffraction 
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20000 -,---,----r~,....,---,~,__.____,_~,.,.____,__.____,----r__,_..____, 

18000 C-K Pristine - CNT side 

-
16000 

14000 

III 12000 I
§ 10000 

<3	 8000 

6000 

4000 

2000 O-K Ni-L Ni-L\
J 
~ 

f---,----,--,......,-,---,,,----,--.---.--.---r~,....,.___,_,......,__,__1 
o 
0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0 

keY 

3500 

3000 

2500
 
III
- 2000c: 
:::l 
0 1500 
() 

1000 

500 

0 

0.0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1.0 

Ni-L 

O-K \ Cyo'" - CNT ,," 

F-K 

C-K 

keY 

Figure 14 - EDS data for a) pristine and b) cycled 

VAMWNT-Ni electrode. 

capabilities, in situ electrochemical/Raman 

spectroscopy is also being considered. This capability 

will allow th-e monitoring of the Raman spectral peaks 

associated with the ordered and disordered phases of 

the MWNT while performing electrochemical cycling 

experiments. 

The rate capability 'of the VAMWNT-Ni electrode 

was also analyzed by cycling at various currents and is 

shown in Figure 15. The highest obtained specific 

capacity was 745 mAh/g (0.195 mNcm2
) when cycling 

was carried out at 53 mNg (C/14, 0.013 mNcm2
). 

The capacity decreased as the current was increased 

for similar reasons previously noted for the 

Advanced Energy Storage and Conversion Devices 

VAMWNT-Au; however, an excellent specific 

Current density (mA/cm') 
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Figure 15 - Capacity as a function of discharge 

current for VAMWNT-Ni electrodes. 

capacity of 500 mAh/g was maintained at moderate 

discharge rates (1.3C, -400mNg, 0.1 mNcm2
). The 

specific capacity values did not decline below 200 

mAh/g until discharge rates exceeded -20,000 mNg 
(-IOOC, 5 mNcm2

). Not only does the maximum 

specific capacity value obtained make these 

electrodes ideal for lithium-ion batteries, but their 

ability to maintain moderate specific capacity values at 

high discharge rates make them attractive for 

applications in which greater energy is needed over 

shorter periods of time. 

2.2.3. Non-aligned MWNT and SWNT 
---' 

The non-aligned MWNT and SWNT samples were 

obtained from Nanocomp Technologies Inc. Images 

of the non-aligned MWNT (a) and SWNT (b) 

electrodes are shown in Figure 16. The MWNTs had 

a diameter ranging from 40-60 nm, while the SWNTs 

are bundles with a diameter ranging from 30-40 nm. 

Both samples contained small amounts of amorphous 

carbon, which can also been seen in the SEM images. 

The voltage profiles of the MWNT and SWNT 

electrodes were similar to each other, possibly 

indicating that like lithium-ion insertion mechanisms 

are occurring (Figure 17). Additionally, their p~ofiles 
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are similar to those seen in literature for random 

Figure 16 - SEM images of non-aligned (a) 

MWNTs and (b) SWNTs (scale bar = 500 nm). 
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Figure 17 - Voltage profiles for the first and 

second discharge cycles of non-aligned MWNT 

and SWNT electrodes. 

non-aligned CNT electrodes [7]. Their Q1rr values 

were very different at 2412 mAh/g (MWNT) and 

1250 mAh/g (SWNT), but were similar percentages 

of the first cycle specific capacity, 67 % and 69 %, 
respectively. Although the Q1rr values were significant 

different, the very large surface area of these samples 

resulted in their high Qirro which were mainly 

composed of SEI layer formations at voltages of 1.25 

V and 0.85 V. The Qrev component of the specific 

capacity consisted of a gradual voltage decline starting 

around 0.25 V. This would indicate that there is three 

or more lithium-carbon phases present during the 

electrochemical lithium insertion/de-insertion from 

the MWNTs and SWNTs. Additionally, both the 

MWI\JT and SWNT electrodes had Qrev values which 

did not stabilize making it difficult to obtain accurate 

capacity and rate capability values. This is shown in 

Figure 18 for the MWNT electrode, which has a first 

cycle Qrev of 843 mAh/g, but quickly declines to a 

value of 243 mAh/g at cycle 26 yielding capacity 

retention of approximately 29 %. This rapid decline in 

Qrev may result from the non-aligned nature of the 

MWNT and SWNT electrodes, which allows for 

lithium-ion to become trapped during the lithium-ion 

insertion and, subsequently, prevent those lithium-ion 

from removed during lithium de-insertion, therefore, 
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Figure 18 - Capacity as a function of cycle for 

non-aligned MWNT. 
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reducing the reversible capacity. 

Heat treatment of the MWNT and SWNT electrodes 

was performed at 200 DC for 2 hours in a hydrogen 

gas environment prior to electrochemical cycling in 

order to remove adsorbed water or bound hydroxyl 

groups from the CNT surface. Raman spectroscopy 

(Figure 19) showed that the G-D peak area ratio 

became greater in the heat treated MWNT 

electrode, which is most likely due to a decrease in 

the graphitic nature of the MWNT as a result of the 

heat treatment. The heat treated SWNT electrode 

did not show any significant change in the G-D peak 

area ratio. Electrochemical cycling of the heated 

MWNT and SNWT electrodes has yet to be 

performed. 

Figure 19 - Raman spectra for the pre- and post

heated non-aligned MWNT and SWNT 

electrodes. 

2.2.4. Poly(p-phenylene
 
benzobisthiazole) (PBZT) conductive
 
polymeric electrodes
 
'--- -- 

The concept of using redox active, conjugated 

polymeric materials as the active battery electrodes is 

an area that is gaining momentum due, in part, to the 

potential of achieving such flexible devices. A fair 

amount of research has been devoted to the use of 

OXidatively (p-type) doped conjugated polymers as 

the positive electrode. lo Materials such as 

polyacetylene, polythiophene, polyaniline, and 

polypyrole, can have good chemical and environment 

stability when cycled between their neutral and 

oxidized form. Reductively (n-type) doped conjugated 

polymers, however, are typically chemically and 

environmentally unstable compared to their p-type 

counterparts making them much less usable as 

polymer electrodes. Demonstration of a highly 

flexible, thin film battery comprised of such materials 

will depend upon the development and use of stable, 

reductively doped conjugated polymers. 
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Figure 20 - Cycling voltage profile for 

PBZT:Nickel metal battery cell. 

Recent work has demonstrate<;l poly(p-phenylene 

benzobisthiazole) (PBZT) to be a stable n-type 

conjugated polymer. It has been shown that when 

protonated with various acids to an intermediate 

level, PBZT acts as a very good electron acceptor, 

which remarkable can be n-type doped with a variety 

of even simple metals (Mg, AI, Zn, Fe, Cu) producing 
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a highly conductive material. PBZT can also be 

electrochemically doped - Figure 20 shows the cycling 

behavior of a gold-metalized PBZT film utilizing 

concentrated HCI(aq) as the electrolyte and nickel 

metal as the counter electrode between 0.15 V and 

0.90 V. This unique redox behavior makes PBZT an 

ideal candidate for use as the negative electrode 

material in a flexible battery configuration. Further 

research will be required to integrate the PBZT films 

into complete thin film flexible battery test cells and 

evaluate their device performance characteristics 

(storage capacity, rate capability, and cycling 

behavior). Furthermore, the ability to deposit similar 

electroactive organic materials onto a nanostructured 

template (e.g. through electropolymerization of 

conjugated polymers onto aligned carbon nanotube 

carpets) and subsequently integrate them into devices 

will be explored as a means to increase the total 

internal surface area and thereby improve device 

performance. 

2.2.5. Summary -J 
Employing nanoscale morphologies in battery 

electrode materials has been seen to greatly improve 

storage capacity and rate capability, two critical 

properties needing improvement to keep pace with 

the ever increasing power requirements of new 

tech nologies. However, the ability to control the 

morphology and to understand how it affects 

electrochemical behavior is the most critical 

component in developing new electrode materials 

which can solve current battery technology 

limitations, namely those dealing with size and weight. 

Although. interesting electrochemical and structural 

data was obtained for the VAMWNTs on a gold 

support film, they did not allow for exclusive analysis 

of the electrochemical behavior of the VAMWNTs. 

Therefore, nickel was used in place of the gold, which 

provided an approach to isolate the electrochemical 

behavior of the VAMWNTs. The VAMWNT-Ni 

electrodes examined in this work showed highly 

reversible capacities that were almost twice graphite's 

maximum theoretical capacity. The VAMWNT-Ni 

also showed excellent rate capability up to currents 

not typically utilized in laboratory scale electrode 

testing. The improvement in these electrochemical 

properties is thought to be primary a result from the 

aligned nature of the MWNTs in the direction of 

battery cell current flow. 

In contrast, non-aligned MWNT and SWNT 

electrodes were examined, which showed poor 

capacity retention making it difficult to accu rately 

determine rate capability. This poor performance is 

mostly due to the non-aligned nature of the CNTs. 

However, both the non-aligned MWNT and SWNT 

electrodes and the VAMWNT-Ni electrodes need 

further analysis to determine the various mechanisms 

of lithium-ion insertion/de-insertion. In addition, the 

continued development of our in situ electrochemical 

characterization techniques will give us highly detailed 

data which will aid in determined lithium-ion insertion 

mechanisms. 

3.1 Background and Objectives 

Polymer electrolyte membrane fuel cells (PEMFCs) 

function by permitting electrochemical combination 

of a fuel and an oxidant. These feeds are supplied to 

the anode (fuel) and cathode (oxidant) in a manner 

such that power can be continuously drawn from the 

fuel cell. The feeds can not be allowed to combine 

and are separated from each other by an electrolyte 

whose principal function is to permit the transfer of 

ions through the membrane while prohibiting the 

direct contact of fuel and oxidant. The polymer 

membrane is one of the most critical components in 

the polymer electrolyte fuel cells. 

In recent years, PEMFCs have been identified as 

promising power sources for vehicular transportation 

and for other applications requiring clean, quiet, and 

portable power. Hydrogen-powered fuel cells in 

general have a high power density and are relatively 

efficient in their conversion of chemical energy to 

electrical energy. Exhaust from hydrogen-powered 

fuel cells is free of environmentally undesirable gases 
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such as nitrogen oxides, carbon monoxide, and 

residual hydrocarbons that are commonly produced 

by internal combustion engines. PEMFCs, due to 

their high efficiency and modularity of design, have 

the capability to reduce these logistical demands 

while offering superior War fighter capability and 

stealthiest. However, the high fuel permeability and 

limited temperature capability of conventional 

polymer electrolytes has prevented their operation 

on highly energy-dense logistic fuels or reformates, 

which often contain elevated carbon monoxide 

concentration. Additionally, conventional membrane 

electrolytes are often based on costly per fluorinated 

polymers making commercialization economically 

challenging. 

During the past twenty years, ionic polymer 

ionomers have been the preferred material for this 

particular application because they are generally easy 

to process, and permit thin, high volume 

manufacturing of membrane electrode assemblies 

(MEAs). Of these materials, DuPont's Nafion has 

remained the primary system of interest for this 

application because it is extremely durable, 

reasonably ionic conducting, and chemically inert". 

However, the Nafion polymer system is rather 

expensive primarily due to the extensive chemistry 

required for synthesis. Moderate scale production 

prices of Nafion are projected to be $600/m2 for 

IOO,OOOm2/year production volumes l2. Additionally, 

the proton conductivity of Nafion decreases 

considerably with increasing temperature limiting the 

performance and fuel tolerance of fuel cell systems. 

Hydrocarbon polymers containing polar groups that 

retain high amounts of water over a wide 

temperature range are particularly attractive and 

significantly less expensive to synthesize than 

perfluorinated polymers. Sulfonated high performance 

polymer systems based on arylene ether, sulfone, and 

II T. A. Zawodzinski, V. T. Smith, and S. Gottesfe1d, 
Journal o/Electrochemical Society, 1993,140: 1041 
12 P. Dimitrova, K. A. Friedrich, U. Stimming, and B. 

Y.<?g~! ~o{i.d. ~t.a.t.e.. !C!.nJ.ch ~~.~~l.1.~9:.!!~ _ 

thioether linkages in the backbone have been 

synthesized and described in literatureI3.14.ls. These 

polymer systems are potential candidates for fuel cell 

applications as they exhibit good thermal and 

chemical stability and high proton conductivity. In last 

decade, many researchers have been focused on the 

synthesis of various sulfonated aromatic polymers 

that have high thermal, chemical and oxidative 

stability, good mechanical properties and low cost. 

Usually they are prepared either by post-sulfonation 

of commercial polymers or by direct synthesis of 

sulfonated polymer via copolymerization of sulfonated 

monomers. 

Efforts at the AFRURXBN have demonstrated that 

high molecular weight sulfonated 

polyarylenethioethersulfone (SPTES) 16,17 polymers 

(See Figure 21) exhibit exceptional promise as an 

electrolyte separator material for fuel cell 

applications. Highly proton conducting polymers, 

SPTES, were developed at the Air Force Research 

Laboratory and were studied for use as the 

membranes of fuel cell separators. These polymers 

have been observed to exhibit extremely high 

conductivity based upon both conventional four 

Figure 21 - Structure of sulfonated 

polyarylenethioethersulfone (SPTES) 

13 M. Ueda, H. Toyota, and 1. Teramoto,j. Polym. Sci. 

Polym. Chem. Ed., 1993, 31: 853. 

14 R. Nolte, K. Ledjeff, M. Bauer, and R. Mulhaupt, j. 

Mem. Sci., 1993, 83: 21 I. 

15 C. Allam, K. 1. Liu, and D. K. Mohanty, Macromol.
 
Chem. Phy., 1999, 200: 1854.
 
16 Z. Bai and T.D. Dang, Macromol. Rapid Commun.,
 
2006,27: 1271
 
17 Z. Bai, T.D. Dang, and M.F. Durstock, 1. 0/
 

J.:1.~'!l.q':(J.n.e: _S:q!~I}~~,.~9_~~! ~_~): _~9?__ .._ . 
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probe impedance tests and single cell fuel cell 

analysis. Additionally, these polymers are strong, 

chemically inert and thermally stable making them 

ideal for this application. These polymers have shown 

extremely high proton conductivity in laboratory 

screening measurements suggesting a significant 

improvement over conventional fuel cell electrolytes. 

Single cell measurements using conventional 

electrode application techniques have verified that 

SPTES MEAs are measurably more conductive with 

better performance, which is superior to Nafion 

measured using an identical method. Currently, only 

small quantities of high molecular weight SPTES 

polymer have been synthesized. However, it is now 

known that this polymer is relatively easy to cast and 

has unique hydration capabilities, which suggest that it 

may be extremely promising as a fuel cell separator. 

Furthermore, SPTES membranes can be made at a 

fraction of the cost of the commercial, perfluorinated 

polymer electrolytes. Although the SPTES polymers 

show very good potential usages in PEMs, they still 

have some drawbacks which require additional work. 

These drawbacks include inadequate mechanical 

stability and low proton conductivity of the SPTES 

polymer, which is especially notable when the SPTES 

polymer has a low amount of sulfonated groups. 

Multiblock copolymers are synthesized in order to 

combine the properties of the constituent 

homopolymers. Specifically, properties from specific 

chemical structures are incorporated together to 

bring multiple property enhancements to the final 

polymer system. The combination of supramolecular 

phase separation in multiblock copolymers with self

ordering occurring on a molecular scale can provide 

interesting properties compared to random 

copolymers l8• The unique morphology of multiblock 

copolymers used for PEMs is known to play an 

important role in determining the membrane's 

mechanical strength, water uptake, thermal stability, 

18 A.E. Woodward, "Understanding polymer 

,!!qp!t.q~qgy:~,.~~!1~~.rJ)~b!~s.~t:~~,_~~~.y.~~k! _~~~? _. _ 

and proton conductivit/ 9• It is well known that 

perfluorosulfonate ionomers have high proton 

conductivity due to the existence of a "channel-like" 

network of ions, even at low ion-exchange capacity 

(IEC)20. Nafion membranes have highly phase

separated hydrophilic and hydrophobic domains, 

which gives it the necessary performance for fuel cell 

applications. In the case of sulfonated aromatic 

polymer membranes, block copolymerization is a 

potential route to achieve phase-separated 

morphology2J. The unsulfonated, hydrophobic phase 

should enable good mechanical stability and reduce 

the swelling of the sulfonated blocks, while the 

hydrophilic sulfonated blocks provide the needed high 

proton conductivity22. 

During Fiscal Year 2007, the first objective was the 

synthesis and characterization of the multiblock 

SPTES copolymers containing hydrophilic disulfonated 

and hydrophobic unsulfonated blocks by a two step 

polycondensation reaction. The chemical structures 

are shown in Figure 22. Morphological studies of the 

multiblock SPTES copolymers show a very well 

defined phase separation and a distinct morphological 

architecture (-50nm) compared to random SPTES 

copolymers, which suggested that the hydrophilic 

groups aggregate as isolated domains with some local 

connection of hydrophilic domains as evidenced by 

the good conductivity of the multiblock SPTES 

copolymers (See Figure 22). Optimized proton and 

water transport properties of the polymer membrane 

and proper water management are crucial for 

efficient fuel cell operation. While dehydration of the 

19 Y.s. Yang, Z.Q. Shi, and S. Holdcroft, 

Macromolecules 2004, 37: 1678, 

20 R.A. Weiss, A. Sen, c.L. Willis, and L.A. Pottick, 

Macromolecules 1989,22: 4573 

21 X. Zhang, S.Z. Liu, and J. Yin, Polymer 200S, 46: 
1719 
22 A. Taeger. C. Vogel, D. Lehmann, and J. Meier-

Haack, React. Funet Polym. 2003, 57: 77 

_ _ ,_ , . 

Page 15 



Advanced Energy Storage and Conversion Devices 

Figure 22 - Chemical structure and AFM images 

of multiblock SPTES-50 copolymer. 

membrane reduces proton conductivity, an excess of 

water can lead to flooding of the electrodes. Both 

conditions result in poor fuel cell performance. The 

proton conductivity of the ionomer membranes relies 

on the presence of water. At temperatures above 

100°C there is a drastic decrease in conductivity of 

the membrane because of high evaporation rate of 

water. Thus, a modification of the polymer 

membranes for operation at higher temperatures 

would be an alternative approach 23 
• So by combining 

optimized water management and proton 

conductivities into a composite polymer (copolymer 

or block copolymer), it becomes possible to improve 

the performance of the PEMs by addressing both of 

the conductivity issues at the same time. This results 

in a good balance of properties in the final polymer, 

and brings a system with potentially superior 

performance to currently available technologies. 

Previous research 24
,25, that focused on the composite 

approach to prepare the membranes based on proton 

conducting materials such as sulfonated 

polyaryleneetheretherketone and SPTES membranes 

showed excessive swelling, which rendered the 

membranes brittle upon drying. 

23 S.M. Javaid Zaidi, Eleetrochimica Acta 2005, 50: 4771 

24 J.A. Kerres, A. Ullrich, F. Meier, and Th. Haring, 

Solid State lonics 1999, 125: 243 

25 Z. Bai, G,E. Price, M. Yoonessi, S,B. Juhl, M.F. 
Durstock, and TD. Dang, J. Membr. Sci. 2007, 305, 
69 
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During Fiscal Year 2007, the second objective was 

the synthesis and characterization of polysiloxane 

network (PSiN)/SPTES polymer nanocomposites 

consisting of proton conducting SPTES polymers 

(SPTES-IOO) and crosslinkable monomers (DMDMS, 

TEOS, and DAPMS) by in situ sol-gel processing. The 

SPTES polymers should confer proton conductivity to 

the polymer composites, while 

monomers, listed above, will form 

structure in the polymer composites. 

the 

the 

siloxane 

network 

3.2 Research Results 

To improve the PEM performance and mechanical 

durability of the SPTES polymers, the aromatic 

fluorinated, aliphatic fluorinated, and crosslinkable co

monomers were introduced to the SPTES polymer 

backbone by designing the composition to balance 

polymer hydrophilicity and hydrophobicity. The 

proper balance should enable good mechanical 

properties and to reduce the swelling of the 

sulfonated blocks (which in turn lowers mechanical 

integrity), and to provide greater proton transport 

channels in the microstructure, which will enhance 

proton conductivity of the polymer membranes. 

The introduction of aromatic fluorinated segments, 

higher molecular weight unsulfonated segments, and 

thermally crosslinkable segments in the polymer 

backbone can balance the hydrophilicity and 

hydrophobicity by eliminating the dimensional change 

during the operation at higher temperature and lower 

relative humidity. It is anticipated that by 

incorporating a polymeric block containing one of the 

above segments into the SPTES polymer, that 

improved proton transfer mobility will result. This 

will be achieved because of increasing proton 

conductivity due to the increased heterogenous 

morphology which forms proton transfer channels in 

PEM. The increase of these proton channels 

potentially will improve the MEA performance, as 

well as increasing the operational temperature for the 

entire MEA. 
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3.2.1. The Crosslinkable Multiblock l 
SPTES-Based Copolymer 

-
The synthesis of a proton exchange membrane (PEM) 

of the SPTES system by incorporating thermally 

crosslinkable segment into the polymer backbone can 

balance the hydrophilicity and hydrophobicity by 

significantly reducing the dimensional changes during 

the operation at higher temperature and lower 
SOJNt 

HS-f©-~Y~S1@-S--@-SH 
N,OIS 

Figure 23 - Chemical structure of difunctional 

SPTES block (Block A). 

relative humidity. Thermally crosslinking polymers 

were synthesized by following procedure. The 

polymer block B, (Fluorophenyl diallyl ether, FPAE), 

which have reactive groups on the end, will be 

polymerized with difunctional SPTES polymer (Block 

A) to obtain proton conducting multiblock 

copolymers as shown in Figure 23. 

Figure 24 - Synthesis of difunctional crosslinkable 

FPAE block (Block B). 

e,f' DMAc.H-A-H • Y-B-P 
1601'C 

Figure 25 - The reaction scheme of multiblock
 

FPAE-SPTES copolymer.
 

The reaction scheme of difunctional crosslinkable 

block (Block B) is shown in Figure 24 while the 

chemical structures and the reaction scheme of 

Table 1 Charnclerisllc ofmulliblock FPAE-SPTES copolymer and comparison wilh 
tbe TUultiblock SPTES copolymer, mndom SPTES copolymer, and Nafion-117 

Polymers 
\Valer Uplake 

(25
C 
(, wt %) 

Cal. lEe (mcq.lg) 

m~~:.) 
Proton Conduclivlly 

(I11S/cm) 

MullibJock FPAE..SPTES 60 
1.82 

185 
Copolymer (550) 

Mulliblock SPTES 45 
1.82 

256 
Copolymer (550) 

Random SPTES 25 
J.82 

100 
Copolymer (550) 

0.91 
Nafion-117 19 80 

(1100) 

NOIC: ?rOlCO conductivity oflhe membranes \I'dS measured aI65°C, 85% reJalivc humidil}' 

multiblock FPAE-SPTES copolymer are shown in 

Figure 25. The properties of multiblock FPAE-SPTES 

copolymer were listed in Table I. The multiblock 

FPAE-SPTES copolymer shows higher water uptake 

and proton conductivity than Nafion I 17 and random 

SPTES copolymer at the same testing condition. The 

introduction of thermally crosslinkable segments into 

the copolymer backbone can be balance the 

hydrophilicity and hydrophobicity to greatly reduce 

the dimensional change during the operation at higher 

temperature and lower relative humidity. The proton 

conductivity measurements were performed at 

different temperatures between 45 and 85°C and 

relative humidities between 35 and 85%. The results 

of proton conductivity measurements are shown in 

Figure 26. 

Figure 27 shows the TGA curves of multi block FPAE

SPTES copolymer in its acid and salt forms. The 

multiblock FPAE-SPTES copolymer exhibited two 

steps decompositions. The first weight loss was 

observed around 260°C and is attributed to the 

splitting-off of sulfonate acid group. The second 

decomposition step around 490°C corresponds to 

main chain decomposition. It is clear that the 

hydrophobic crosslinkable segments should have the 

influence on the thermal stability of multiblock FPAE

SPTES copolymer comparing with multiblock SPTES 

copolymer (440°C). Figure 28 shows the Tg (From 

DMA) is about 250°C. which indicated that the 

multiblock FPAE-SPTES copolymer can be used up to 

250°C. 

Mechanical strength of the membrane affects 

manufacturing conditions of MEAs and durability of 

PEMFCs. The mechanical properties of the 
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Figure 26 - Temperature and relative humidity 
dependence of proton conductivity of the 
multiblock FPAE-SPTES copolymer. 

multiblock FPAE-SPTES copolymer membrane, 
SPTES-50 copolymer membrane, and Nafion-I 17 
membrane were tested with a Tinius Olsen HK IOK 
tensile tester under ambient temperature and at a 
relative humidity (RH) of 55%; the results of dry films 
and wet films (hydrated films) are shown in Table 2. 
From Table 2, we see that the tensile strength of 

- Crrossllnk Block $PTeS $;llt
100+---~-_ 

CrO$~llnk Block SPTES .......
 

In Air 

80 

40 

'0 

'00 400 800 800 

Figure 27 - TGA results of multiblock FPAE
SPTES copolymer (salt form and acid form). 
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Figure 28 - DMA result of multiblock FPAE

SPTES copolymer.
 

multi block FPAE-SPTES copolymer membrane (dry 
film) is (22AMPa) is comparable to SPTES-50 
copolymer (34.6MPa) and Nafion-I 17 (3IAMPa). 
Young's modulus for the membranes of multiblock 
FPAE-SPTES copolymer and SPTES-50 copolymer are 
1.02 and 1.23GPa, respectively; these values are much 
higher than the measured tensile modulus of Nafion
117 (0.357GPa). It follows from Table 2 that 
multiblock FPAE-SPTES copolymer membrane shows 
elongation at break of 13.6%, this elongation is much 
lower than that of SPTES-50 copolymer (31.6%) and 
Nafion-I 17 (270%), which clearly indicates good 
toughness of multiblock FPAE-SPTES copolymer 
membranes at 55% relative humidity. It is worth 
mentioning that the tensile strength (9.37MPa) and 
tensile modulus (OA02GPa) of wet multiblock FPAE
SPTES copolymer membrane are much lower than 
SPTES-50 copolymer (33.0MPa, 0.987GPa); the wet 
membrane also exhibits a higher elongation at break 
(19.1 %) compared to the membrane in the dry state 
(1304%), but it is much superior to Nafion-I 17. It has 
been demonstrated that hydration improves the 
plasticity of the multi block FPAE-SPTES copolymer. 
On other hand, multiblock FPAE-SPTES copolymer 
membrane is also considerably stiffer than Nafion as 
reflected by the larger tensile modulus values. 
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Table 2 Mechanical properties of IlIUhlblock FPAE-SPTES copolymer membranes 

Polymers 
Tensile Strength 

(MPa) 
Tensile MoiJulu5 

(GPa) 
Elongll1ion (%) 

FPAE-$PTES Copolymer (Dry) 22.4 \.02 13.4 

FPAE-SPTES Copolymer (WeI) 9.37 0.402 19.1 

... Raodom SPTES·50 (Dry) 34.6 1.23 31.6 

... Random SPTES-50 (WeI) 33.0 0.987 86.6 

'"NalJon-117(Dry) 31.4 0.357 270 

"Nafion-117(WCI) 19.8 0.152 201 

4Forcomparison will! FPJ\E-SPTES sampks 

3.2.2. Aromatic Fluorinated MUltibloc1 
SPTES Copolymer (Multiblock AFB
SPTES Copolymer) 

The synthesis of the SPTES-based copolymer with an 

aromatic fluorinated segment incorporated into the 

polymer backbone can balance the hydrophilicity and 

hydrophobicity to eliminate the dimensional change 

during the operation at higher temperature and lower 

relative humidity. The aromatic fluorinated segment 

was introduced into the SPTES-based material by in

situ copolymerization. The synthesis procedure and 

the chemical structure of aromatic fluorinated block 

(AFB) are shown in Figure 29, while the chemical 

structure and reaction scheme of multiblock AFB

SPTES copolymer are presented in Figure 30. 

Figure 29 - Synthesis scheme of AFB (Block B). 

Figure 30 - Synthesis scheme of multi block AFB

SPTES copolymer. 

The characterization of multiblock AFB-SPTES 

copolymer was done by GPC, which confirmed the 

molecular weight of the synthesized copolymers. The 

Table 3 Water uptake and GPC results of the multiblock AFB-SPTES copolymer 

Water 
MWof MWof

Uptake Mil PDI 
Polymers Block A Block B 

(25°C, W1 (GPC) (GPC)
(Calculation) (Calculation)

%) 

Multiblock 
SHES-50 45 9.0k 6.5k 22.9k 2.23 
Copolymer 

Multiblock AfB-
SHES 39 5.0k 6.6k 17.3k 3.65 

Copolymer 

Table 4 TGA resulls of multiblock AFI3-SPTES copolymer (Salt form) 

AFB-SPTES Tel.oC Tel> °C Tel.oe Residue 
Copolymer at 5 % W[ loss at 20 % WI loss at 4~o~ Wt (\'11%) 

InAir 420 12 

430 510 720 55 

results of GPC measurements are shown in Table 3. 
The characterization of multiblock AFB-SPTES 

copolymer was done by TGA, which confirms the 

thermal stability of the copolymers. The results of 

TGA measurement were shown in Table 4. TGA of 

the multiblock AFB-SPTES copolymer containing 

sodium cations in air showed a single step 

decomposition around 420°C, with a residue 

measured (12wt%) due to the Na in the polymer side 

chain (residue likely sodium oxide). The TGA of 

multi block AFB-SPTES copolymer in N2 exhibited a 

three step degradation pattern. The first weight loss 

AFB-SPTES-50 

0.14 '1 

0.12 \ 

0.10 ' 

E 008' 
U 

l 
~ O.06 

Q 0.04' 

0.02 \ 

0.00 . 

Figure 3I - Proton conductivity of multiblock 

AFB-SPTES-SO at different temperatures and 

different relative humidities. 
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(5wt%) was observed around 430°C; the second 

decomposition step around 510°C (20%) corresponds 

to the main chain decomposition, and the observed 

third weight loss (>40%) was around 720°C which 

likely corresponds to carbon char undergoing 

additional pyrolysis and thermal decomposition. The 

final residual was about 55 wt%. The characterization 

of proton conductivity of multiblock AFB-SPTES 

copolymers for the temperature range of 35°C to 

85°C and relative humidity of 35% to 85% is shown in 

Figure 31 for multiblock AFB-SPTES-50, a copolymer 

containing 50 mole% sulfonate content in copolymer 

backbone. 

3.2.3. Flexible Fluorinated Block
 
SPTES-Based Copolymers
 1 

As with the incorporation of aromatic fluorinated 

blocks and cross-linkable blocks to improve the 

durability, dimensional stability, and mechanical 

integrity of the PEM, a flexible segment was 

introduced into SPTES polymer to determine how it 

would affect PEM performance. Further, by 

incorporating a flexible block into the SPTES, 

improved proton mobility (proton conductivity) will 

result due to the greater heterogenous morphology 

and increased formation of proton transfer channels 

in PEM. Based on this point, the multiblock SPTES

based copolymer was synthesized with specific goals 

for molecular weight, flexibility and dimensional 

stability. The synthesis procedure and structures of 

the flexible fluorinated polymer (FFP) block are 

presented in Figure 32, while the synthesis reaction 
F F F F 

"-,",+,,",,<,-0< , '**' 
Nal{ 1 F f F f 

DMAc 

F>r{ F>r{ 
6O"C 

'>rl F>r{
F--x----x--0-CH,-tCF,+,-CH,-0--x----x--F 

F F F f F f f f 

scheme and chemical structures of multiblock FFP-

Figure 32 - Synthesis scheme of FFP block (Block 

B). 
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Figure 33 - Synthesis of multi block FFP-SPTES 

copolymer. 
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Figure 34  Proton conductivity of multi block 

FFP-SPTES copolymer at different temperatures 

and different rel'ative humidities. 
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Figure 35 - TGA results of multiblock FFP-SPTES 

copolymer Salt form and Acid from both in Air 

and N2. 
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Figure 36 - DMA results of multiblock FFP-SPTES 

copolymer. 

SPTES copolymer are shown in Figure 33. 

The proton conductivity was measured at 45'C, 

65'C, and 85'C under various relative humidity 

conditions and the result is plotted in Figure 34. It is 

evident from Table I that the multi block FFP-SPTES 

copolymer has much higher proton conductivity than 

random SPTES-50 polymer. Figure 35 shows TGA 

results of multiblock FFP-SPTES copolymer and its 

salt form in air and N 2. The salt form of the 

copolymers shows a single step degradation around 

420'C in both air and N 2, leaving behind some 

inorganic residue. The multiblock FFP-SPTES 

copolymer exhibited a two step degradation pattern 

in air and in N 2• The first weight loss was observed 

around 270'C. It is attributed to the splitting-off of 

sulfonic acid group. The second degradation step 

around 410'C corresponds to the main chain 

decomposition. Figure 36 presents the Tg results 

from the peaks of the DMA loss tangents. The Tg 

values obtained from DMA are 264°C, which 

indicates that the polymer can be used up to 260°C 

with good thermal stability making this material 

suitable for high temperature uses. 

Table 5 shows the mechanical properties of 

multiblock FFP-SPTES copolymer membrane under 

Tabl(' 5 Mechanical propcrcies ofmul1iblock FFP·SPTES copolymer membranes comp3red 10 SPTES-50 
copolymer and Nafion·J 17 

Polymers Tensile Sttcnglh (MPa) Tensile Modulus (GPa) Elongalion (%) 

FFP-SPTES Copol)'mcr (Dry) 23.0 0.827 4.4 

FFP-SPTES Copolymer (WeI) 3.74 0.142 

• Random SrTES-50 (Dry) 34.6 \.23 

• Random SPTI::S-SO (WeI) )).0 0.987 

• Nalion-117(Dry) 31A 0.)57 

'N"flon-117(Wet) 19.8 0.152 

'For comparison will) FFP·SPTES samplC:f. 

7.0 

31.6 

86.6 

270 

201 

dry and wet conditions as well as the values for 

SPTES-50 copolymer and Nafion-I 17 membranes. In 

the dry film test, multiblock FFP-SPTES copolymer 

membrane exhibited greater modulus than Nafion

I 17. It is worth mentioning that the tensile strength 

of the multiblock FFP-SPTES copolymer membrane, 

the SPTES-50 copolymer membrane, and theNafion

117 membrane is in comparable ranges. Elongation of 

the multiblock FFP-SPTES copolymer membrane is 

much lower than the SPTES-50 copolymer and 

Nafion-I 17. In the wet film test, the maximum 

strength of the wet multiblock FFP-SPTES copolymer 

membrane (3.74MPa) is much lower than that of the 

SPTES-50 copolymer membrane (33.0MPa) and 

Nafion-117 membrane (19.8MPa). The modulus of 

multiblock FFP-SPTES copolymer membrane is much 

lower than the SPTES-50 copolymer; however, it has 

the same modulus with Nafion-I 17. Upon hydration, 

multiblock FFP-SPTES copolymer was found to lose a 

large proportion of its strength, believed to be due to 

the introduction of flexible fluorinated block in the 

copolymer backbone. On the other hand, wet 

multiblock FFP-SPTES c.o.p_oJymer membrane also 

exhibits a higher elongation at break (7.0%) compared 

to the membrane in the dry state (4.4%). It is 

demonstrated that hydration improves the plasticity 

of the multi block FFP-SPTES copolymer. 

3.2.4. Performance and Morphology of 
Polysiloxane network/ SPTES 
Nanocomposites

Figure 37 shows the temperature dependence of 

water uptake of Polysiloxane networklSPTES 

polymers (PSiN/SPTES-IOO) nanocomposites. The 
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Figure 37 - Water uptakes of SPTES-I 00 

polymers, SPTES-50 copolymer, and PSiN/SPTES

100 nanocomposites as a function of the 

temperature. 

SPTES-IOO polymer can only be tested at room 

temperature for the water uptake; while the 

PSiN/SPTES-IOO nanocomposites are determined up 

to 90'C, the behaviors are compatible to SPTES-50 

copolymer. The water uptake of PSiN/SPTES-IOO 

nanocomposite was reduced by 200% after blending 

with 5wt% siloxane-network. 

Figure 38 shows the proton conductivities of 

PSiN/SPTES-IOO nanocomposite as the temperature 

increased at 85wt% relative humidity. The proton 

conductivity of PSiN/SPTES-IOO nanocomposite 

(1 68mS/cm) was lower than SPTES-IOO polymer 

(300mS/cm) at 65'C, 85wt% relative humidity, which 

is the highest temperature for the test of the proton 

conductivity of SPTES-IOO polymer. While 

PSiN/SPTES-IOO nanocomposite can go to 85'C or 

higher for the test of proton conductivity. The 

straight lines show Arrhenius behavior with 

comparable activation energies for the two SPTES 

samples which are higher than the activation energy 

for Nafion-I 17. 
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Figure 38 - The proton conductivity of 

PSiN/SPTES-IOO nanocomposites as a function of 

the inverse temperature comparing with SPTES

50 copolymer and Nafion-I 17. 

SEM images are shown in Figure 39 (A). PSiN 

particles are observed as darker areas on SEM and 

are uniformly embedded throughout the membrane 

matrix, which is quite different from the features 

observed in nanocomposite membranes where the 

nanoparticles are physically mixed with proton

conducting polymer solution for membrane 

formation. The interpenetrating network of the PSiN 

and SPTES-IOO matrix, obtained in the present 

investigation, could not be obtained by a simple 

mixing of nano Si02 with SPTES-IOO solution. The 

PSiN particles are hardly visible in the PSiN/SPTES 

nano.composite membrane at this level of 

magnification though they are uniformly distributed 

throughout the matrix. The domain size of the 

inorganic phase is from 500nm to 1.0IJm, which is 

evident from the SEM micrographs at higher 

magnification. Figure 39 (B) shows SEM micrographs 

of PSiN/SPTES nanocomposite membrane after being 

hydrated. PSiN domain size for the PSiN/SPTES 

nanocomposite membrane was -1.OlJm. Uniform 

distribution of PSiN particles of varying size and 

round shape could be observed together. Even 

though these initial attempts have not produced a 
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Figure 39 - SEM images of PSiN/SPTES-1 00 

nanocomposite membrane: (A) Dry film 

observation, (B) Wet film observation. 

true nanocomposite membrane with nanometer-scale 

particle dimensions, the observed morphological 

features are very promising. 

Embedded PSiN particles may impart thermal and 

mechanical stability to the membrane matrix, apart 

from close interactions with sulfonic acid functional 

groups in the polymer chain. Uniform distribution of 

PSiN particles in the whole matrix is the ideal 

situation to establish continuous conduction pathways 

in all directions with minimum baffling of SPTES-I 00 

conduction channels. Based on the SEM 

morphological features. we would expect the 

nanocomposite membranes to have vastly improved 

properties in comparison with pristine polymer. The 

observed SEM morphology is highly amenable to the 

formation of continuous conduction pathways by the 

SPTES-IOO through the siloxane network. 

Figure 40 shows the polarization curves of 

PSiN/SPTES-IOO nanocomposite. SPTES-sO 

copolymer and Nafion-I 17 MEAs. providing a 

comparison of the relative performances of the three 

systems. The overall electrochemical performance of 

PSiN/SPTES-IOO nanocomposite membrane MEA 

using conventional electrode inks with perfluorinated 

binders was lower than that of SPTES-sO copolymer 

and Nafion-ils MEA under comparable conditions 
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Figure 40 - MEA performance comparisons of 

PSiN/SPTES nanocomposite, SPTES-sO 

copolymer, and Nafion-I 15. 

(80°C, sswt% relative humidity. Iatm, stoichiometry 

= 2 for H2 and Air). A higher current density of 

820mNcm2 was obtained for the SPTES-sO 

copolymer membrane-based MEA as compared to a 

current density of 360mNcm2 for PSiN/SPTES 

nanocomposite membrane-based MEA and a current 

denSity of 640mNcm2 for Nafion-I 17 membrane

based MEA at 0.6 V potential. Estimates of hydrogen 

fuel permeability based upon measured open circuit 

voltage (OCV) indicate that SPTES-sO copolymer 

MEA (OCV=0.96V) and Nafion-I 17 MEA 

(OCV=0.9sV) exhibit similar rates of fuel cross-over. 

while PSiN/SPTES nanocomposite MEA (OCV=0.91 V) 

is much higher rate of fuel cross-over. 
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